
quantity of nozzles per bank                    206

m³/h

%
Kg/m³

°C

quantity of absorber                                   2
number of spray banks per absorber           7

distance between spray banks                     2 m

total quantity of spray banks                     14

absorber internal diameter                        16 m

absorber material                         carbon steel rubber lined
material of spray banks                FRP (Fibreglass Reinforced Plastic)

item HTF 11 BN 001, HTF12 BN 001, HTF 13 BN 001
HTF 14 BN 001, HTF15 BN 001, HTF 16 BN 001
HTF 17 BN 001

slurry characteristics

flow rate at main header inlet

norm range design value

density
solid content
water content %

solid composition

CaSO4 . 2 H2O %

14000

1188
18
82

93.2

1176÷1200

-

16÷20
80÷84

90÷95
CaSO3 . 1/2 H2O % 0.35 0.3÷0.4
CaCO3 % 4.34 3÷5
Inerts % 1.7÷2

solid particle size micron
90%<180

total dissolved solids ppm 66700
pH 5÷6
chloride content ppm 22500 35000
viscosity cP 1.4 1.3÷1.5
temperature 76 71÷76 85
pressure bar g 1 1÷1.5 2.5

drilling template for pipe I.D.= > 650 as per AWWA C207 "D"

Maritza East I Power Station

70%<120


