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	Text5: ЛЕГЕНДА:

         ЛИНИЯ ОБЕКТ НА ХИДРАВЛИЧНО ИЗПИТАНИЕ.

ТЕСТОВО НАЛЯГАНЕ - 22 BAR.

ГРАНИЦА НА ИЗПИТАНИЕ (ТОЧКИ):
 - 09SBA10AA016; 09SBA10AA086; 09SBA10AA004; 09SBA10AA005; 09SBA10AA010; 09SBA10AA082; 09SBA10AA015; 09SBA10AA083; 09SBA10AA035
АРМАТУРА В РАМКИТЕ НА ТЕСТА:
 - 09SBA10AA084; 09SBA10AA092; 09SBA10AA093; 09SBA10AA094; 09SBA10AA095; 09SBA10AA085; 09SBA10AA087; 09SBA10AA001; 09SBA10AA080; 09SBA10AA002; 09SBA10AA003; 09SBA10AA014; 09SBA10AA034; 09SBA10AT006
ФИЛТРИ В РАМКИТЕ НА ТЕСТА:
 - 09SBA10AT001; 09SBA10AT004; 09SBA10AT006
ВНИМАНИЕ – В СЛУЧАЙ НА НЕОБХОДИМОСТ ЗА ЦЕЛИТЕ НА ХИДРАВЛИЧНОТО ИЗПИТАНИЕ ДА СЕ ПРЕМАХНАТ ФИЛТЪРНИТЕ ЕЛЕМЕНТИ.


